S38P600STSC Centrifugal
PTO DRIVEN 38 INCH TURBINE & FAN

The S38P600 is designed for hard to reach applications such as Walnuts, Olives,
Almonds and old stance Cherries & Apples. This unit requires 85 PTO hgepower

to operate effectively and has all thd Urb0O-mist  features including optional
TurboSteer , and standard Teejet electric ball valve controls and Myers
centrifugal high volume pump, and a fully enclosed stainless steel betiver.



SLIMLINE MANUFACTURING LTD Turbo-mist

S38P MODEL SPECIFICATIONS
TurboSteer with 40,000 CFM

Frame: 8 x 2 inch Tubing with hand crank

Tank: Polished type 304 stainless steel w/ mechanical agitation.

Turbine: Turbo-mist Patented axial flow turbine

Drive: 2 speed Bima M55 gearbox with neutral & Slip clutch

Pump:  Myers 12CI/2C95 Centrifugal Max 150 Psi 60 Gpm volume

Udor RO160 Diaphragm pump

Comet IDS 1400 diaphragm

Controls: Electric Teejet stainless steel ball valves

Booms: Number of Stainless steel nozzles Dilute/Concentrate

Hitch:  TurboSteer 3 point hitch

Size: Overall width outside of std tire to outside of tire (Width)
Overall height (Height)
Overall length including hitch (TurboSteer version)  (Length)

Tires:

141 x 16.1SL & 2 3/4 inch HD axles

16.5L x 16.1SL & 2 3/4 inch HD axles
Centrifugal belt cover:  Stainless steel fully enclosed

Step

Set of two final filters  (pressure side)

MISCELLEANOUS OPTIONS
Extra gun tap in addition to the standard gun tap on each unit
Stainless steel mixing basket - 12 inches deep

3 inch Nurse tank nipple (quick fill ready)

ATTACHMENTS AVAILABLE TO ADD TO THE TURBINE
38 Inch Citrus tower

Hydraulically adjustable top outlets on the citrus tower
Hydraulically folding citrus tower with automatic closing door
38 inch Grape Tower

Your local dealer is:

air blast Sprayers
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