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FEATURES OF THE  
 NEW TURBOMIST TURBO-TECH

 

SAVE UP TO 20% OF YOUR SPRAY COST 
  IMPROVE COVERAGE USING A TOWER

TURBO-TECH IS A FUEL MISER  COMPARED TO THE ACCU-TECH WHICH REQUIRES MORE HORSEPOWER
RAVEN 330SCS RATE CONTROLLER STANDARD EQUIPMENT

ELIMINATE CALIBRATION , SIMPLY PUNCH IN THE ROW WIDTH AND GPA DESIRED
STANDARD TUNGSEN CARBIDE NOZZLES WILL LAST 10 YEARS PLUS , NO CHANGING NOZZLES

COVERAGE FROM 20 GPA UP TO 400 GALLONS PER ACRE - CONCENTRATE OR DILUTE
300, 400 AND 500 US GALLON TANK SIZES 

STAINLESS STEEL  TANKS, MECHANICAL AGITATION , TIME PROVEN STAINLESS STEEL TURBINE 
13 TUNGSTEN CARBIDE  NOZZLES PER SIDE  ("TM Wearguard 5 year nozzles")

SELF PRIMING HYPRO STAINLESS STEEL CENTRIFUGAL PUMP  WITH 60+ GALLON PER MINUTE VOLUME
HYPRO 9202S STAINLESS STEEL PUMP  HAS SUPERIOR GLASS FILLED POLYPROPYLENE IMPELLER

EASY CHANGE PUMP WITH CAMLOCK SYSTEM AND EASY CHANGE SEAL KIT
EASY ACCESS TO PUMP WORK AREA IN THE REAR

SADDLE SYSTEM TO SUPPORT THE TANK WHICH IS  INDEPENDENT OF THE FRAME
HITCH CHOICES ARE CV EQUAL ANGLE HITCH , TURBOSTEER, EZ TURN OR CLEVIS

 

300 GALLON NARROW UNIT IS ONLY 55 INCHES WIDE
400 GALLON UNIT IS 59 INCHES WIDE AND THE 500 IS 62 INCHES WIDE (all outside tire outside tire)

LOW DRIFT TOWERS AVAILABLE with WearGuard nozzles
NEW ADJUSTABLE HEIGHT TOWER IN R & D CURRENTLY FOR SPRING 2009 PRODUCTION

 
 

 

  TURBO-TECH 2010



Model: S30P500NSCLTT
 

 Turbo-tech 500TT
2010 List Price

 500 Gallon with equal angle hitch $24,500.00
 500 gallon with clevis hitch $23,500.00
 500 gallon with Turbosteer $27,600.00
Stainless steel contruction
   Tanks   Yes
   Fan/Turbine housing Yes
   Plumbing and spray manifolds Yes
CV Hitch HD equal-angle pivot turning hitch Standard
Clevis hitch optional deduction
Turbosteer - Omnigear dual gear box Optional addition
Standard Centrifugal Pump  Hypro 9202S (Stainless steel)
     Allows full dilute and concentrate applications  Stainless steel
Centrifugal Pump impeller construction Glass filled polypropylene
Raven electronic Rate controller -standard  Raven 330SCS
Raven flow meter RFM 60S (stainless steel)
Raven reports Flow rate, distance/ speed travelled Yes
   total volume applied and total area worked Yes
Factory Warranty offered
     Entire machine excluding tires & diaphragms 1 year parts & labor
    Tungsten Carbine 'TMwearguard'  nozzles 5 years wear warranty
     Pump warranty 2year parts & labor
    Tank warranty 5 years full, 10 years prorated
     Cast aluminum Fan warranty 5 years full, 10 years prorated
Raven troubleshoots & warranties controller direct Yes
Air shear nozzles with plastic feed lines No 
Tungsten Carbine 'TMwearguard'  nozzles Yes
Horsepower requirement 55 Pto
Abiltiy to cover above 12 foot tree in a wind Yes
Drift control issues due to air shear No 
Tires & adjustable axles -300 USG 9.5Lx 15
Tires & adjustable axles -400 USG 11L x 15
Tires & adjustable axles -500 USG 12.5 x15
Tank sizes available 300, 400 and 500 USG
Tank saddle support system Yes
Overall width outside tire outside tire at 55 inche s Yes 300 gallon  model
Overall length all versions 169 inches
Interchangable rear outlets and low drift towers Yes
Turbine fan assembly welded to frame Yes

issued Aug 2009

*Prices based upon 500 USG tank with Raven 330SCS rate controller,12.5L x 15 tires & orchard head 
 

Call 1 800 495 6145  for a dealer near you

  TURBO-TECH 500TT  
RATE CONTROLLED AIRBLAST- RAVEN SCS330


